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Ordering informa�on:

Order code for the thermoregulator RIZUR-TB-DCS

RIZUR-TB-DCS-1-(+90/2/0)-(-10/2/0)-(-20)-(+10)-M20-M20-M20

1 2 3 4 5 6 7 8

1. Design variant

RIZUR-TB-DCS-1
Thermoregulator with 2 digital temperature

sensors RIZUR-DT and 2 relay output signals

RIZUR-TB-DCS-3
Thermoregulator with 2 digital temperature sensors

RIZUR-DT and 2 relay output signals

RIZUR-TB-DCS-4

Thermoregulator with 2 digital temperature sensors

RIZUR-DT, 1 relay output signal and one analogue

output signal 4-20mА

RIZUR-TB-DCS-Х

Version with a different combina�on of the

temperature sensors and output signals (upon an

agreement with the manufacturer)

2. Parameters of the hea�ng element's temperature control sensor

N Without the temperature sensor

( Х /_ /_ )

Specify the target temperature, ° (for the digitalС

sensor within the limits of -50° ...+110° ; for theС С

temperature sensor RT 100 within the limits of

-200° ...+600° )С С

( _ / X /_ ) Specify the sensor's cable length, meters

( _ /_ /X )

Specify the sensor's cable type:

0-standard cable

M-cable protec�on with a metal hose B-armoured

cable

3. Parameters of the surface/heated medium's temperature control

sensor

( Х /_ /_ )

Specify the target temperature, °С (for the digital

sensor within the limits of -50°С...+110°С; for the

temperature sensor RT 100 within the limits of

-200°С...+600°С)

( _ / X /_ ) Specify the sensor's cable length, meters

( _ /_ /X )

Specify the sensor's cable type:

0-standard cable

M-cable protec�on with a metal hose B-armoured

cable

Note: in case the sensor is used in the liquid medium, it's necessary to

specify the immersion depth and process parameters outside the order code.

4. Se	 ng of the minimal temperature for signaling relay*

(Х)

Specify the target temperature for signaliza�on, °С

(signaling relay is ac�vated when the temperature

goes below the set limit)

* In case there's no sensor, (N) should be put in the order code

5. Se	 ng of the maximal temperature for signaling relay*/

the limits of the analogue output signal 4-20 mА

(Х)

Specify the target temperature for signaliza�on, °С

(signaling relay is ac�vated when the temperature

goes above the set limit).

For RIZUR-TB-DCS-4 in this sec�on it's necessary to

specify the limits for the analogue output 4-20 mА,

for example, if the limits are from -50°С to +40°С, the

ordering informa�on should have (-50/+40)

* In case there's no sensor, (N) should be put in the order code

6. Cable gland for the heater's cable

М20 Cable gland М20х1,5 for cable diameter 6-12 mm

М 20R
Cable gland М20х1,5 for cable diameter 6-12 mm

with fastening for a metal hose DN15

3 3 m

Х Specify cable's length in meters

7. Cable gland for the power cable

М20 Cable gland М20х1,5 for cable diameter 6-12 mm

М 20R
Cable gland М20х1,5 for cable diameter 6-12 mm

with fastening for a metal hose DN15

М 20B
Cable gland М20х1,5 for armored cable with external

diameter 9-17 mm

Х Specify type and grade of cable and metal hose

8. Cable gland for the signaling cables

М20 Cable gland М20х1,5 for cable diameter 6-12 mm

М 20R
Cable gland М20х1,5 for cable diameter 6-12 mm

with fastening for a metal hose DN15

М 20B
Cable gland М20х1,5 for armored cable with external

diameter 9-17 mm

Х Specify type and grade of cable and metal hose


