—- RIZUR

Order code for sight flow indicator RIZUR-VIP-8

Ordering information

RIZUR-VIP-8-R-D6-NN-3-0-F- 1/20
1 2 3 4 5 6 7 8

RIZUR-VIP-8 Sight flow indicator (observation window)
2. Design variant
R Threaded

P For welding

3. Process connection

Threaded

D6 G1”

D7 G11/4”
D8 G11/2”
D9 G2
D10 G21/2”
D11 G3”
D12 G4”

M1 M33
M2 M42
M3 M48
M4 M60
M5 M76
M6 M90
M7 M115

X Other design variant (specified in writing outside the order code)
For welding

P25 DN 25
P32 DN 32

RIZUR-VIP-8 for welding

i
/

\/ 74
8
d

)

i

XX marketing@rizur.ru

P 40 Oy 40

P50 Oy 50

P 65 [y 65

P 80 Oy 80

P 100 Ay 100

X Other design variant (specified in writing outside the order code)

NN Stainless steel 03H16N15M3 (an analogue of AISI 316L)

NS Stainless steel 08H18N10 (an analogue of AlSI 304)

X Other material (upon an agreement with the manufacturer)

5. Observation window material

z Tempered glass

B Borosilicate glass

K Vitreous silica glass
A Alumina-silica glass

o Without painting
XXXX Painted (colour is acc. to RAL)

7. Insulation

F PTFE

T Graphite
v Viton

10. Media parameters

XX/XX  Operating pressure, MPa/Operating temperature, °C

RIZUR-VIP-8 threaded connection

. +7(4912) 20-20-80
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