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INQUIRY FORM ¹______
Float level switch RIZUR-Ì

OOO «NPO RIZUR» www.rizur.ru +7 (4912) 20-20-80

Technical regulations
TU 26.51.52-001-12189681-2018

Company name
Contact person, position
Contact information, phone, e-mail
Number of switches, pcs
Media
Media density, kg/m3

Viscosity, cP
Operating temperature/Design temperature, �Ñ
Operating pressure/Design pressure, MPa
Media characteristics: aggressive to stainless steel,
crystallization, adhesion, gas saturation, etc.
Ambient temperature, �Ñ

Mounting type:
- horizontal (RIZUR-M-G)
- vertical (RIZUR-M-V)

Process connection
(threaded, flange - specify the connection size, thread type,
flange facing)
Housing material:
- aluminum
- stainless steel
Float/rod material
(stainless steel 304, 316L, titanium, PTFE, PP)
The number and location of switch points
L1/L2/L3/L4/L5/L6/L7/L8:

Explosion protection type:
- Without explosion protection
- Exia - intrinsically safe circuit
- Exd - explosion-proof housing

Order code acc. to the catalogue (desirable)
Entrance cable specification or a desirable model and the
number of the cable glands (1 or 2 pcs)
Bypass chamber (Please, attach an order code (p.37) or an inquiry
form (p.38) for a bypass chamber).

IS barrier (Please, attach an order code or an inquiry form for an
IS barrier)

Soft enclosure (Please, attach an inquiry form for soft enclosure
RIZUR)
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