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Ordering information:

Order code for the explosion-proof cable gland

RIZUR-KVV

1. Design variant

RIZUR-KVVB For an armoured cable

RIZUR-KVVBM For an armoured cable in a metal
hose

RIZUR-KVVN For a non-armoured cable

RIZUR-KVVNM For a non-armoured cable in a
metal hose

RIZUR-KVVТ For a non-armoured cable with a
connec�on to the pipe

RIZUR-KVVN-GK With an insula�on for a hea�ng
cable

2. Explosion protec�on marking

Exd Explosion-proof housing Exd

Exe Increased safety Exe

Exia Intrinsic safety Exia

3. Connec�on thread

М20 Thread М20

М25 Thread М25

М32 Thread М32

M_ Other - specify the thread size

Х_ Specify the type (G/NPT) and thread size

4. External connec�on

0 No connec�on

М (_)R For the metal hose (specify the dimensions)

RN (_) Male thread (specify the type (M/G/NPT) and
thread size)

RV (_) Female thread (specify the type (M/G/NPT)
and thread size)

5. Material

А Anodized aluminium

L Brass

N Nickel-plated brass

О Galvanized steel

S Stainless steel

RIZUR-KVVB N- Exd - M20 - 0 -

1 2 3 4 5

RIZUR-KVVNM R N- Exе - M20 - М (15) -

1 2 3 4 5

RIZUR-KVVNT RV S- Exd - M25 - (1NPT) -

1 2 3 4 5
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